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GRAZE 
SILICONE LED FLEX WALL WASHER / GRAZER  
FOR INTERIOR, EXTERIOR APPLICATIONS

FEATURES
• IP65 
• Vertical Top Bending 
• Continuous Flexible Wall wash/ Grazer 
• Customise Lengths (made to order) 
• Operating Temp -40°C to + 65°C 
• Remote mount 24VDC Drivers 

Applications 
• Interior, Exterior installation 
• Facades 

Optics 
• 15 X 60º 

Colour Temperature Options 
• 2700K, 3000K, 4000K                              

(Other CCT - Special Request)  
• RED, GREEN, BLUE 
• RGBW 

Colour Rendering Index 
• CRI: >80 
• CRI: >90 (upon request) 

IP65 ☼ 
UV 

RESISTANT

🔥  
FLAME 

RESISTANT

Type Luminous Flux** 
(3000K)

Cutting 
Increment

Bending 
 Ø(mm) Continuous Run

GRAZE
20w/m @ 1840lmm (2700K) 
20w/m @ 1900lmm (3000K) 
20w/m @ 1970lmm (4000K)

100mm > Ø300mm Max 5mt (Single Feed)

Technical Information

Ordering 
GRAZE - 20 - - GR - END -

Fitting Output (watt) Colour Temp Optics Cable Option Dimming

GRAZE 20      20watts    27K          (2700K) GR       15 X 60º END       (End Feed) ND (Non-dim)

3K            (3000K) PC (Mains)

4K            (4000K) DALI2

RGBW     (RGBW) DMX
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Profile 

GRAZE Vertical Top Bend

Mounting Accessories

GRAZE 
SILICONE LED FLEX WALL WASHER / GRAZER  
FOR INTERIOR, EXTERIOR APPLICATIONS

TRU-C (Locking Clips) (50mm)  
TRU (Locking Extrusion) (1000mm)

PC CLEAR CLIP

Cable Options

END 
(End Feed)

PV2421TL	General	Specification	 	
 

 V0	20220413 

1 

PV2421TL The Reliable LED Flexible Wall Washer Solution               

 
1. Features 
² Top bending and top lighting product 

² Brand LED optional 

² Dual-color silicone extrusion 

² Continue linear silicone lens 

² UV and yellowish resistant 

² IP65 and salt-mist proof 

² L70B50 > 50,000hrs 

² UL 94 V-0 

² Min. bending radius 15 cm 

² Beam angles 40*100° 

 

 

2. Applications 
² Indoor damp condition wall washer lighting 

² Building wall washer  

² Exhibition halls 

² Entertainment plazas and bridges. 

² Big lighting box side lighting 
                                                                                                                

3. Dimensions 

 
 

 
 
 

4. Environmental and Application Conditions 

Ambient temperature range (Ta on free air) -40℃ ~ +55℃ 

Operating (case) temperature range (Tc) -40℃ ~ +65℃ 

Storage temperature range -40℃ ~ +85℃ 

IP rating IP65 

 
 

Notes:  
1. Unit: mm 
2. L = 5meters for 24V products in standard configuration  
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7. Connectors 
 IP65 power feed by molding 
 
 

       
 

 
 

8. Installation accessories 
Type 1, transparent clips for indoor application 

  

 

 

Type 2, AL profile for outdoor application (1meter per pcs, can be cut to certain length needed)  

          
Type 3, AL Clips outdoor application (50mm per pcs) 

 

  

 

Type 4, Stainless installation chain (1mtr per pcs) 

       
 Type5, Rotatable bracket 
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Mounting Accessories 

TRU-FX 
SS301 Stainless Steel Flexible Chanel

TRU-A   (Adjustable Brackets)

Cable Options

END (End Feed IP65)
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