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LINK 

FLEXIBLE SILICONE LED WALL WASHER 

FOR INTERIOR, EXTERIOR APPLICATIONS

FEATURES
• IP67 

• Horizontal Side Bending

• UV resistant PC lens

• Continuous Flexible LED 

• Operating Temp -40°C to + 55°C

• Remote mount 24VDC Drivers


Applications

• Interior, Exterior installation

• Facades

• Optimal distance from wall 100-400mm


Optics

• 20º, 45º, 60º, 20x45º


Colour Temperature

• 2700K, 3000K, 4000K                            

(Other CCT - Special Request) 


Colour Rendering Index

• CRI: >80

• CRI: >90 (upon request)


IP67 ☼

UV


RESISTANT

🔥 

FLAME


RESISTANT

Type Luminous Flux**

(3000K)

Bending

 Ø(mm)

Cutting

Increment Continuous Run

LINK-24

LINK-36

24w/m @ 1510lm/m

36w/m @ 2160lm/m > Ø200mm 150mm (24w)


300mm (36w) Max 2.4mt (Single Feed)

Technical Information

Ordering 
LINK - - - - -

Fitting Output (watt) Colour Temp Optics Colour Dimming

LINK 24      24watts    27K       (2700K) 20D       20º WH         (White) ND (Non-dim)

36      36watts    3K         (3000K) 45D       45º BK          (Black) PC (Mains)

4K         (4000K) 60D       60º DALI2

GR       20X45º DMX

Casambi

** Measure of the useful power emitted by a light source (amount of light produced out of the fixture). 
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Flexible Stainless Steel Mounting Profile 

LINK-TRU-FX

1000mm

Cable Feed




SIDE

(Side Feed)

Profile & Mounting
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Flexible Stainless Steel Mounting Profile 

Horizontal SIDE Bending

Optics




20 DEGREE 45 DEGREE 60 DEGREE

20 X 45 DEGREE

Profile

200mm 200mm

Light surface

Light surface

LINK 

FLEXIBLE SILICONE LED WALL WASHER 

FOR INTERIOR, EXTERIOR APPLICATIONS

http://www.litesource.com.au
http://www.litesource.com.au

