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KAPPA BRIGHT |  IP20

24V LED LINEAR TAPE (210 CHIP / MT)


LED QTY 
(chip / meter) WATTAGE CRI** COLOUR 

TEMP
OUTPUT /MT 

(lumens)
210 ** 6 watts CRI 90+ 2700K 750 lm
210 ** 6 watts CRI 90+ 3000K 810 lm
210 ** 6 watts CRI 90+ 4000K 840 lm

210 ** 9 watts CRI 90+ 2700K 1125 lm
210 ** 9 watts CRI 90+ 3000K 1215 lm
210 ** 9 watts CRI 90+ 4000K 1260 lm

210 ** 12 watts CRI 90+ 2700K 1500 lm
210 ** 12 watts CRI 90+ 3000K 1620 lm
210 ** 12 watts CRI 90+ 4000K 1680 lm

210 15 watts CRI 90+ 2700K 1875 lm
210 15 watts CRI 90+ 3000K 2025 lm
210 15 watts CRI 90+ 4000K 2100 lm

210 18 watts CRI 90+ 2700K 2250 lm
210 18 watts CRI 90+ 3000K 2430 lm
210 18 watts CRI 90+ 4000K 2520 lm

210 21 watts CRI 90+ 2700K 2625 lm
210 21 watts CRI 90+ 3000K 2835 lm
210 21 watts CRI 90+ 4000K 2940 lm

84 20 watts CRI 90+ RGBW N/A

** 6W / 9W / 12W (available in 5mm wide LED tape, max 140 chip / meter) 

with cutting increment of 50mm

(TW) Tunable White available in 15watts & 18watts (2200K-6500K)

TECHNICAL INFORMATION

Specifications and Dimensions subject to change without notice

Consult your representative for additional options and finishes
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KAPPA BRIGHT |  IP20

24V LED LINEAR TAPE (210 CHIP / MT)


FITTING TYPE
KAPPA KAPPA BRIGHT 

IP RATING
— IP20

COLOUR TEMPERATURE
27K 2700K V Warm White

3K 3000K Warm White

4K 4000K Neutral White

TW 2200K-6500K

RGBW RGB-W(2700K) 

LENGTH
— TBA

DIMMING

— Non -Dim

DIM 1-10V Dim

DALI DALI

DMX DMX

KAPPA —-

ORDERING INFORMATION

(Refer to Technical information for Ordering Details)

Specifications and Dimensions subject to change without notice

Consult your representative for additional options and finishes

OPTIONAL  

LINEAR EXTRUSIONS 

OUTPUT
6 6 watts

9 9 watts

12 12 watts

15 15 watts

18 18 watts

21 21 watts

20 20 watts 
(RGBW)
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