
www.litesource.com.au  |  info@litesource.co.au 
 LiTEsource and Controls reavers the right to make changes without notice.   

LINE 3

Model Mounting Power Colour Temp. Cable Colour Dimming

LINE 3 P    (Pendant)

A    (Adjustable)

S    (Surface)
M    (Magnetic)

12    (12W/m)
15    (15w/m)
25    (25w/m)

20    (**20w/m)
   

27K   (2700K)
3K      (3000K)
4K      (4000K)

**RGBW
   

BTM
END

AA
BK
WH

ND    (Non-Dim)
DIM  (1-10V)
DALI  
DMX  

IP67

Accent facade light with no visible dots, 

suitable for interior and exterior 

Luminaire
• Continuous runs of standard lengths

• Even light distributions (Dot-free)

• Beam angle 110°

• Operating Temp -40°C to + 65°C

• Extruded aluminium body 

• Remote 24VDC power supply

• IP67, IK10

Length
• 300mm  -  2500mm (100mm Increments)

• Customise lengths - made to order

Mounting
• P (Pendant mount)

• A (Adjustable surface mount)

• S (Surface mount)

• M (Magnetic mount)

Power
• 12W/m,  900lm/m

• 15W/m, 1100lm/m

• 25W/m, 1830lm/m

• 20W/m, **RGBW

Colour Temperature
• 27K (2700K)

• 3K (3000K)

• 4K (4000K)

• RGBW

• CRI: >90

Colour
• AA (Natural Anodised)

• BK (Black)

• WH (White)

Pendant

Adjustable   Surface         Magnetic

http://
www.litesource.com.au/

Surface mount acent facade light with no 
visible dots, white powdercoat finish, adjust-
able holders and male and female connec-
tors for effect lighting.

Ordering Information1         
LI 24

Model IP Length Power2 Color 
Temp. Optics Voltage Accessories

L3 67 See page 
2 for  
available 
lengths and 
order codes

H (23W/m) 30
40

120° 24 (Vdc) JC1
JC2
LC3

L (10W/m) 30
40 

1Specify remote power supply separately below.    2H recommended for higher ambient light environs.  

Line 3  Specifications

  # 930-3004 (ref 0)       1

Luminaire
� Continuous run of standard lengths

� UL STD 1598, IP67

� Remote power supply

� Extruded aluminum body, white finish-
powder coat

� Protective resin cover

� Installation adjustable bracket holder 2 
pcs 3” (1m)

� Cross section 0.8’’ (20mm) (W) x1.55’’ 
(40mm) (H) 

� Supplied with male and female connec-
tor IP67,  L= 1”(300mm)   

� single feed run* 

Length
� 12 = 11.8” (300mm) OAL minimum 

length

� 79 = 79” (2000mm) OAL maximum 
length

� See page 2 for available lengths and 
order codes

Power2

� H - 23W/m, 1760 lm/m

� L - 10W/m, 660 lm/m

Color Temperature
� 30 - 3000K

� 40 - 4000K

� Binning +/-50k

� CRI: > 85

Optics
� 120 degree angle

Voltage 
� 24 - 24Vdc fixture voltage

Accessories
� JC1 - jumper cable L=1’(300mm) 

� JC2 - jumper cable L=3’(1000mm)       

��LC3 - leader cable L=3’(1000mm) 

IP67 

Power Supply3   length x power (watts) = power supply
Non-Dim

 002 -OT 75W, E, 24Vdc, 220V - 240Vac, IP64

 021 - OT 120W, 24Vdc, 220V - 240Vac, IP67

 025 - OT 240W, 24Vdc, 220V - 240Vac, IP67

Single color Dim 
 011 - OT DALI DIM  120W

 010 - OT DIM 1-10V 120W

3See power supply pages for details.   Enclosure by others.   lm80 values shown.
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