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VUELITE | MINI-TWIST 
SILICONE LED FLEX WITH 3D BENDING DIRECTION 
INTERIOR, EXTERIOR APPLICATIONS

FEATURES
• IP65 
• Even light distributions (Dot-Free) 
• Continuous Flexible lighting 
• Customise Lengths (made to order) 
• Food grade Silicone Housing 
• Beam angle 110° 
• 3D Bending Direction 
• Operating Temp -40°C to + 65°C 

Applications 
• Interior, Exterior installation 

Colour Temperature Options 
• 2700K, 3000K, 4000K                              

(Other CCT - Special Request)  

Colour Rendering Index 
• CRI: >80 
• CRI: >90 (upon request) 

Type Luminous Flux** 
(3000K)

Bending 
 Ø(mm)

Cutting 
Increment Continuous Run

MINI-TWIST 12W @ 700lmm > Ø100mm (3D) 20mm Max 10 mt (Single Feed)

Technical Information

Ordering 
MINI-TWIST - - - -

Fitting Output (watt) Colour Temp Cable Option Dimming

MINI-TWIST 12 27K (2700K) BTM (Bottom Feed) ND (Non-dim)

3K (3000K) END (End Feed) DIM (1-10V)

4K (4000K) SIDEA (Side Feed) DALI2

SIDEB (Side Feed) DMX

Casambi

IP65 IK10 ☼ 
UV 

RESISTANT

🔥  
FLAME 

RESISTANT

〰  
SALTWATER 
RESISTANT

 
3D BENDING

** Measure of the useful power emitted by a light source (amount of light produced out of the fixture).  

http://www.litesource.com.au
http://www.litesource.com.au
https://en.wikipedia.org/wiki/%C3%98
https://en.wikipedia.org/wiki/%C3%98
https://emojipedia.org/wavy-dash/


Specifications and Dimensions subject to change without notice 
Consult your representative for additional options and finishes

http://
www.litesource.com.au/

Profile 

NEON-TWIST 
(1 Side illumination) TWIST - 3 dimensional bending

Mounting Accessories

TRU-C (Locking Clips) (35mm)  TRU-FX (stainless steel channel) (1000mm)

Cable Options

BTM 
(Bottom Feed)

END 
(End Feed)

SIDEA / SIDEB 
(Side Feed)
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FB1212 The reliable LED flexible neon solution       
 

1. Features 
² Free bending and Twist-able  
² High efficacy 2835 LED inside 

² Dual-color silicone extrusion  

² UV and yellowish resistant 

² IP65 and salt-mist proof 

² L70B50 > 50,000hrs 

² UL 94 V-0 

² Easy installation and re-connect accessories 

² Min. bending radius 10cm 

 
2. Applications 
² Neon tube light source  

² Freezer and cooler lighting 

² Building and sign outline lighting  

² General and cove lighting 

² Ships, boats and trucks outline lighting 

² Bathroom, spa room lighting                                                                                                                 

 
3. Dimensions 

 
 
 
 
                       

4. Environmental and Application Conditions 

Ambient temperature range (Ta on free air) -40℃ ~ +65℃ 

Operating (case) temperature range (Tc) -40℃ ~ +65℃ 

Storage temperature range -40℃ ~ +85℃ 

IP rating IP65 

Notes: 

1. Unit: mm 

2. Strip L = 10meters for 24V products in standard configuration  

VUELITE | NEON-TWIST 
SILICONE LED FLEX WITH 3D BENDING DIRECTION 
INTERIOR, EXTERIOR APPLICATIONS

SIDE (HORIZONTAL BEND)

TOP (VERTICAL BEND)
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NOVANEON®
Outdoor IP67 IK10 FlameResistant Salt WaterResistant UVResistant RoHs

RoHS
Reach

Features
• Top bending and top surface lighting 
• Dual-color silicone extrusion
• UV and yellowish resistant
• IP67 and salt-mist proof
• L70B50 > 50,000hrs
• Easy installation and connect accessories
• Min. bending radius 3 cm
Applications
• General and cove lighting
• Decoration lighting in shop or hotel
• Bathroom, spa room lighting 
• Freezer and cooler lighting

P.N Voltage PowerW/m Lm/m CCT/Color Continue length Cutting unit LED Qty/m

NV1212T

DC24V 12W 700lm 2700/3000/4000/5000/6500K 10mtrs 50mm 120LEDs/m

DC24V 12W 600lm Tunable White 5mtrs 50mm 120LEDs/m

DC24V 12W / RGBW 5mtrs 55.5mm 108LEDs/m

16

18
.1

16
.3

13.3

AL  profile

SS chain
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