
Specifications and Dimensions subject to change without notice 
Consult your representative for additional options and finishes

http://
www.litesource.com.au/

VUELITE | NANO 
SILICONE LED FLEX 
INTERIOR & EXTERIOR

FEATURES
• IP65 
• Even light distributions (Dot-Free) 
• Continuous Flexible lighting 
• Customise Lengths (made to order) 
• Silicone Housing 
• Beam angle 110° 
• Operating Temp -40°C to + 65°C 

Applications 
• Interior & Exterior installation 

Colour Temperature Options 
• 2700K, 3000K, 4000K                              

(Other CCT available upon request) 

Colour Rendering Index 
• CRI: >90 

Type Luminous Flux** 
(3000K)

Bending 
 Ø(mm)

Cutting 
Increment Continuous Run

NANO 10W @700lmm > Ø 40mm 16.67mm Max 5 mt (Single Feed)

Technical Information

Ordering 
NANO - - - -

Fitting Output (watt) Colour Temp Cable Option Dimming

NANO 10 (watt) 27K (2700K) END (End Feed) ND (Non-dim)

3K (3000K) DIM (1-10V)

4K (4000K) DALI2

DMX

Casambi

IP65 IK08 ☼ 
UV 

RESISTANT

🔥  
FLAME 

RESISTANT
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NV0707T The Reliable LED Flexible Neon Solution                 
 

 

1. Features 
 Top bending and top lighting product 

 Enhanced 2016 LED inside 

 Dual-color silicone extrusion 

 UV and yellowish resistant 

 IP65 and salt-mist proof 

 L70B50 > 50,000hrs 

 UL 94 V-0 

 Easy installation and re-connect accessories 

 Min. bending radius 3 cm 

 
2. Applications 
 Neon tube light source  

 Freezer and cooler lighting 

 Building and sign outline lighting  

 General and cove lighting 

 Ships, boats and trucks outline lighting 

 Bathroom, spa room lighting                                                                           

 
3. Dimensions 

 
 
 
 

4. Environmental and Application Conditions 

Ambient temperature range (TA on free air) -40℃ ~ +55℃ 

Operating (case) temperature range (TC) -40℃ ~ +65℃ 

Storage temperature range -40℃ ~ +85℃ 

IP rating IP65 

 

Notes: 
1. Unit: mm 
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Profile & Mounting 

TRU-PC (PC. Clips) (30mm)  
TRU (PC Profile) (1000mm) TOP - Vertical Bend

Cable Options
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7. Connector type 
   Power feed 

 

 

 

 

 
End cap 

 

 

 

 

 

8. Installation accessories 
      PC Profile 

 
 

 

9. Attention 
a. The LED neon itself and all its components may not be mechanical stressed. 
b. Please ensure that the power supply is adequate power to operate the total load. Only qualified personnel should be 

allowed to perform installations. 
c. The design of the housing should be according to the IP standards in the application. 
d. If surge protection structure not within power supplier, a lightening protector should be needed additionally. 
e. Before cutting and making reconnection, please read the user manual, and please ensure you have read and fully 

understand it. 
f. Please do not twist the product and do not bend it in wrong direction, the only bending direction as following: 
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Light Surface 

Light Surface 

Ø 40mmØ 40mm
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