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FEATURES

Ordering 
NEON-SQ-TWIST - 24 - - -

Fitting Output (watt) Colour Temp Cable Opion Dimming

NEON-SQ-TWIST 24 27K (2700K) BTM (Bottom Feed) ND (Non-dim)

3K (3000K) END (End Feed) DIM (1-10V)

4K (4000K) SIDEA (Side Feed) DALI2

DMX

Casambi

Type Luminous Flux**

(3000K)

Bending

 Ø(mm)

Cutting

Increment Continuous Run

NEON-SQ-TWIST 24W @ 1600lm > Ø200mm (top)

> Ø400mm (side) 50mm Max 10 mt (Single Feed)

Technical Information

** Measure of the useful power emitted by a light source (amount of light produced out of the fixture). 


VUELITE | NEON-SQ-TWIST

SILICONE LED FLEX WITH 3D BENDING DIRECTION INTERIOR, 
EXTERIOR APPLICATIONS

• IP67

• Even light distributions (Dot-Free)

• Continuous Flexible lighting

• Customise Lengths (made to order)

• Food grade Silicone Housing

• Beam angle 110°

• 3D Bending Direction

• Operating Temp -40°C to + 65°C


Applications

• Interior, Exterior installation


Colour Temperature Options

• 2700K, 3000K, 4000K                              

(Other CCT - Special Request) 


Colour Rendering Index

• CRI: >80

• CRI: >90 (upon request)


IP67 IK10 ☼

UV


RESISTANT

🔥 

FLAME


RESISTANT

〰 

SALTWATER

RESISTANT



3D BENDING

https://emojipedia.org/wavy-dash/
http://www.litesource.com.au
http://www.litesource.com.au
https://en.wikipedia.org/wiki/%C3%98
https://en.wikipedia.org/wiki/%C3%98
https://en.wikipedia.org/wiki/%C3%98
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Profile 

NEON-SQ

(1 Side illumination) TWIST - 3 dimensional bending

Mounting Accessories

PC CLEAR CLIP TRU-FX (flexible channel) (1000mm) 

TRU (Locking Extrusion) (1000mm)

Cable Options

BTM

(Bottom Feed)

END

(End Feed)

SIDEA / SIDEB

(Side Feed)

 J2XXX-SL-XXXX 
CHADSTONE LOWER GROUND: CROSS MALL + CAR PARK ENTRY 

 
APP/ VICINITY  

CONSTRUCTION ISSUE 
REVISION C1 

DATE: 03/09/2021 

32 

Lead Time: Estimated delivery 6 - 8 weeks from order/deposit to meet supplier’s terms and conditions. TBC by Contractor. 

Image: 

 

 

  

Manufacturer: 
 

Manufacturer name: 

Vuelite 
Country of manufacture: 

China  

Supplier: 
 

Supplier name: 

LiteSource and Controls   
Contact name: Matt Roworth  
Contact number:  0423 486 309 

Product Code: 
 

Model name: 

Neon SQ 
Model number: 

Neon SQ-67-24-3K-BTM-DALI 

Description: 
 

Mounting: 

Ceiling recessed 
Luminaire type: 

Linear 
Optics/Distribution: 

Symmetric  110q 
Lumen % in specified beam: 

+80% 
IP Rating: 

IP67 

Accessories: 
 

Accessory 1: 

Mounting Clip 
Accessory 2:  

N/A 
Accessory 3:  

N/A 
Accessory 4:  

N/A 
Accessory 5:  

N/A 

Control: 
 

Circuit #: 

Single circuit 
Dimming protocol: 

DALI 
Control Gear: 

Remote 

Finish: 
 

Body: 

White 
Trim: 

White 
Internal Baffle: 

N/A 
Other: 

N/A 

Dimensions: 
 

Length: 

Refer to site inspection.  
Contractor to use max 
LED lengths to ensure 
minimal joins. 

Width: 

24mm (excluding 
clips) 

Height: 

24mm (excluding 
clips) 

Cut-out: 

TBC with ceiling 
recessing method 

Weight: 

TBC 
 

Lamp: Manufacturer: 

SMD 
Model number: 

N/A 
Source: 

LED 
Lamp Base: 

N/A 
Lamp Performance: 

 
Wattage: 

24W 
Voltage/Drive 
Current mA: 

24V 
 

Lumen output: 

1870lm/m 

Luminous 
efficacy: 

60lm/W 

Lumen depreciation:  

L70 B10 
Colour Temp: 

3000K 
CRI: 

>90 
Binning: 

Multiple 
MacAdam: 

3-step 
Notes: 

 
! Remote control gear to be in a dry, accessible location. Where used with recessed downlights, the driver / transformer must be accessible 

through the cut out of the fixture.  Contractor to coordinate location onsite. 
! Luminaire linear lengths TBC by contractor via site measurements. 
! Electrical contractor to ensure all cable lengths and thicknesses from remote control gear to luminaires are as per manufacturer 

recommendations to eliminate issues such as voltage drop. 
! Where low voltage dimming is required, the contractor must ensure the supplied transformer is compatible with the specified control system to 

enable smooth dimming from 100% to 0%.   
! Dimensions shown including cut out sizes should be confirmed with the luminaire manufacturer. 
! Where a transformer / ballast / control gear is required, such equipment shall be purchased from the specified lamp manufacturer or confirmed 

as suitable by the lamp manufacturer. 

! Warranty 5 years lamp and gear for all off the shelf LED products. 

SIDE (HORIZONTAL BEND)

TOP (VERTICAL BEND)
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