VUELITE | BEAMA 50

CONTINUQOUS LED LINEAR EXTRUSION
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LINEAR LENGTH CONFIGURATIONS (Overall Dimensions)

580 mm

860 mm

1140 mm

1420 mm

1700 mm

1980 mm

2260 mm

2540 mm

2820 mm

Other Lengths available upon request
increments of 280mm

Specifications and Dimensions subject to change without notice
Consult your representative for additional options and finishes
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VUELITE | BEAMA 50

CONTINUOUS LED LINEAR EXTRUSION

FEATURES

« IP20, IP44

« Surface / Suspended / Recessed

« Even light distributions

« Continuous Linear lighting

+ Wire Suspension 1500mm-6000mm

== %E 7 + Custom Lengths available Upon Request
€ = £ I
£ ! € S El £ Colour Temperature Options
K2 2 0 £ » 2700K - V Warm White
g + 3000K - Warm White
% % & N | L + 4000K - Neutral White
| « Tuneable White & RGBW upon request
66mm
Colour Rendering Index
« CRI: >80
BM50-S BM50'P BM50-R « CRI: >90 (Upon Request)
(direct)
BM50-U/D

(direct & Indirect)

Specifications and Dimensions subject to change without notice

Consult your representative for additional options and finishes
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VUELITE | BEAMA 50

CONTINUOUS LED LINEAR EXTRUSION

TECHNICAL INFORMATION

WATTAGE o BOARD EFFICACY INITIAL MAINTAINED

(Per Meter) oMo yE A (lumen/watt) (lumens/mt) (lumens/mt)

20 watts CRI 85 2700K 151 Im/w 3020 Im/mt 1661 Im/mt

20 watts CRI 85 3000K 159 Im/w 3180 Im/mt 1749 Im/mt

20 watts CRI 85 4000K 166 Im/w 3320 Im/mt 1826 Im/mt

30 watts (12 watt indirect) CRI 85 2700K 151 Im/w 4530 Im/mt 2491 Im/mt
30 watts (12 watt indirect) CRI 85 3000K 159 Im/w 4770 Im/mt 2623 Im/mt
30 watts (12 watt indirect) CRI 85 4000K 166 Im/w 4980 Im/mt 2739 Im/mt
HO - 40 watts (12 watt indirect) CRI 85 2700K 177 Im/w 7080 Im/mt 3894 Im/mt
HO - 40 watts (12 watt indirect) CRI 85 3000K 181 Im/w 7240 Im/mt 3982 Im/mt
HO - 40 watts (12 watt indirect) CRI 85 4000K 196 Im/w 7840 Im/mt 4312 Im/mt

ORDERING INFORMATION

FITTING TYPE IP RATING OUTPUT COLOUR TEMPERATURE FINISH DIMMING
BM50-S  Beama 50 - Surface — 1P20 LED20 20 watts/ mt 27K 2700K V Warm White SV Silver ND Non -Dim
BM50-P  Beama 50 - Pendant (Default LED30 30watts/mt 3K  3000K Warm White WH  White DIM  1-10V Dim
BM50-R  Beama 50 - Recess P IPad LED40 40 watts/ mt 4K  4000K Neutral White BK  Black DALl DAL

High Output

BM50-U/D Beama 50 - Pendant
(Direct & Indirect)

Specifications and Dimensions subject to change without notice

Consult your representative for additional options and finishes
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