
BOMB

IP20/IP44 RECESSED LED DOWNLIGHT

Round Fixed

VUELITE

Specifications and Dimensions subject to change without notice

Consult your representative for additional options and finishes

http://
www.litesource.com.au/

Features 

• Deep regressed LED for glare control

• Optics 25° / 40° / 60°

• IP20/ IP44 (on request)


Optional Lens Accessories

• Frosted, Solite, Spread Lens & 

Honeycomb louver





Colour Temperature Options

• 2700K - V Warm White

• 3000K - Warm White

• 4000K - Neutral White


Retention

• Spring clips accommodate varying 

ceiling thicknesses and ensure snug fit 
against ceiling. 

Wattage 7 watt 10 watt 14 watt

Colour Temp 3000K 3000K 3000K

Optics 25° / 40° / 60° 25° / 40° / 60° 25° / 40° / 60°

Lumen output (40º) 790lm 1110lm 1520lm

Colour Rendering 90 CRI 90 CRI 90 CRI

TECHNICAL INFORMATION

CUTOUT

Ø 78mm

DESCRIPTION

ORDERING INFORMATION
BOMB —  — — — —

FITTING WATTAGE COLOUR TEMP OPTICS TRIM COLOUR DIMMING

BOMB   7      (7 watt)

10      (10 watt)

14      (14 watt)

   27K      (2700K)

     3K      (3000K)

     4K      (4000K)

25D    (25°)

40D    (40°)

60D    (60°)

WH   (White)

BK    (Black)


ND      (Non-Dim)

PC      (Mains)

DIM     (1-10V)

DALI   (DALI)

CAS    (Casambi)

http://www.litesource.com.au
http://www.litesource.com.au

