NECTAR

3-CIRCUIT LED TRACK FIXTURE

Barrel Shaped

VUELITE

source

Aiming
3600 swivel; 1800 tilt

Features

+ Wide beam reflector (40°)

« Single High Output LED Chip
+ CRI<80

Colour Temperature Options
+ 3000K - Warm White
+ 4000K - Neutral White

Power Supply
+ Integral to track adaptor

Dimming

+ TE - Trailing Edge
« DA-DALI

technical information

lamp module philips fortimo, preva core
Wattage 18 watts 18 watts 24 watts 24 watts
Colour Temp 3000K 4000K 3000K 4000K

Initial (Output**)

2000 Im (1511 Im)

2000 Im (1611 Im)

3000 Im (2570 Im)

3000 Im (2577 Im)

Efficacy **

98 Im/w

113 Im/w

106 Im/w

106 Im/w

Colour Rendering

80 CRI

80 CRI

80CRI

80 CRI

** Measure of the useful power emitted by a light source (apparent amount of light produced out of the fixture).

ordering information

NECTAR

LED18 18watt
LED24 24watt

27KV Warm White (2700K)
3K Warm White (3000K)

4K  Neutral White (4000K)

20D 20 Degree
40D 40 Degree

WH Matte White

BK Matte Black

GY Matte Grey

** Dimming also available

Specifications and Dimensions subject to change without notice

Consult your representative for additional options and finishes




