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Specifications and Dimensions subject to change without notice 
Consult your representative for additional options and finishes
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 ordering information

 technical information

MOONSHINE 
IP20 ROUND DIRECT  
SURFACE MOUNT / PENDANT MOUNT 

FITTING SIZE COLOUR TEMP

MS-S
MS-P

300    (300mm) 
400    (400mm) 
500    (500mm) 
600    (600mm) 
800    (800mm) 
1000  (1000mm) 
1200  (1200mm)	  

27K    V Warm White (2700K) 
3K      Warm White (3000K) 
4K      Neutral White (4000K)

DIMMING

ND    	 Non Dim 
PC	 Mains	  
DALI	 DALI

FINISH COLOUR

WH	 White 
BK	 Black 
CC	 Custom 

Type MS-*-300 MS-*-400 MS-*-500 MS-*-600 MS-*-800 MS-*-1000 MS-*-1200

Wattage 30 watt 40 watt 50 watt 60 watt 80 watt 100 watt 120 watt

Colour Temp 3000K 3000K 3000K 3000K 3000K 3000K 3000K

Luminous Flux 3000lm 4000lm 5000lm 6000lm 8000lm 10000lm 12000lm

CRI 80 80 80 80 80 80 80

Dimensions 300 x 
75mm

400 x 
75mm

500 x 
75mm

600 x 
75mm

800 x 
75mm

1000 x 
75mm

1200 x 
75mm

* (S) Surface mount  / (P) Pendant (aircraft cable) mount   

Microprismatic diffuser 
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